Stone Cutting Machine

STR 250

Technical data:
- Working Table: 660 x 510 mm
- Single phase motor: 230 V ~ 50 Hz
- Power: 1100 watts
- Idle speed \( n_0 \): 2950 min\(^{-1} \)
- Cutting depth 90°: max. 65 mm
- Cutting depth 45°: max. 48 mm
- Cutting length until 38 mm: max. 620 mm
- Cutting length over 38 mm: max. 550 mm
- Mitre cut: 0° - 45°
- Diamond disc: Ø 250 x Ø 25,4 mm
- Insulation class: IP 54
- Dimension of article: 1200 x 760 x 1040 mm

Weight: 56,50 kg
Packing dimensions: 102,5 x 60,5 x 47 cm

Features:
- Standard condition base
- Stable handle
- Aluminium Guide rails with compact Aluminium stop
- Sturdy disc cover of steel panel
- Large water collecting tray
- Motor slide setting 4-fold on bal bearing
- Motor setting from 0° - 45°continuous mitre sett ing
- Angle stop with scale
- Integrated cooling liquid pump

Accessories:
Diamond cutting disc Ø 250 x Ø 25,4 mm 43.011.77

Suction Device

ASA 550/100

Technical data:
- Main: 230 V ~ 50 Hz
- Power: 550 watts
- Idle speed \( n_0 \): 2900 rmp
- Collection bag: 65 litre
- Extraction adaptor: Ø 100 mm
- Air capacity: 1150 m\(^3\)/h
- Vacuum: max. 7000 Pa
- Tube length: 2,5 m
- Unit size: 900 x 500 x 1550 mm

Weight: 25,70 kg
Packing dimension: 89,5 x 54 x 44 cm

Features:
- Undercarriage for easy transports
- 100 mm suction appliance
- Quick fastener for fast change of splinter bag
- Dust bag
- Splinter collection bag
- 2,5 m extraction tube

Art.Nr. 43.014.10
Barcode 4006825 504569
Packing unit 1
Qty 20' / 40' container 100 / 210

Art.Nr. 43.041.20
Barcode 4006825 506464
Packing unit 1
Qty 20' / 40' container 125 / 260